
           INSTALLATION INSTRUCTIONS 
    REAR SOLO RACK  FOR HONDA SHADOW AERO 750          

               PART NO. 53-431    
 

 

 

TOOLS NEEDED: 10MM SOCKET WRENCH, 8MM SOCKET WRENCH, 6MM ALLEN WRENCH, 5MM ALLEN WRENCH 

 

1. REMOVE THE PASSENGER AND DRIVER SEAT BY USING THE 8MM SOCKET WRENCH TO REMOVE THE BOLT FROM THE REAR OF THE PASSENGER SEAT. USE 

THE 6MM ALLEN WRENCH TO REMOVE THE 2 BOLTS ON THE LEFT AND RIGHT REAR OF THE DRIVER SEAT. 

 

2. REMOVE THE PASSENGER SEAT FROM THE DRIVER SEAT USING A 10MM SOCKET WRENCH. 

 

3. ATTACH THE SOLO RACK TO THE DRIVER SEAT USING THE 10MM BOLTS THAT WERE JUST REMOVED FROM THE DRIVER SEAT. 

 

4. ATTACH THE TWO PIECES OF ADHESIVE BACKED RUBBER TO THE BOTTOM OF THE SOLO RACK.  THE LARGER PIECE OF RUBBER IS ATTACHED TO THE FRONT. 

 

5. PLACE THE SEAT AND RACK BACK ONTO THE BIKE AND REINSTALL THE DRIVER SEAT THE SAME WAY IT WAS REMOVED USING THE 6MM SOCKET HEAD BOLTS. 

 

6. BOLT THE RACK TO THE FENDER USING THE 8MM BOLT THAT WAS REMOVED FROM THE REAR OF THE PASSENGER SEAT. 
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