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TOOLS NEEDED: PHILLIPS SCREWDRIVER  
   
1. BEGIN BY REMOVING THE SCREW FROM THE TOP OF THE STOCK NECK COVER. 
 
2. REMOVE THE SMALL BLACK PLASTIC CENTERPIECE IN THE MIDDLE OF THE STOCK NECK COVERS (THERE ARE THREE PARTS TO 

THE NECK COVER).  PULL OUTWARD UNTIL IT SNAPS OUT.  
 
3. PULL OUTWARD ON BOTH NECK COVERS, GENTLY WIGGLE THE COVERS TO DISASSEMBLE THEM.  THERE IS A TAB ON THE 

UNDERSIDE OF THE COVERS THAT WILL POP LOOSE.  
 
4. INSTALL THE NEW NECK COVERS IN THE REVERSE OF DISASSEMBLY.  REMEMBER TO BE CAREFUL WITH THE CHROME AND PUSH 

ON GENTLY.  MAKE SURE THE BOTTOM TAB SETS INTO PLACE. 
 
5. WHEN SNAPPING THE SMALL CENTER PIECE IN, START WITH THE LEFT SIDE AND SNAP GENTLY IN PLACE.  PUT THE STOCK SCREW 

BACK IN AND TIGHTEN 
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