
         INSTALLATION INSTRUCTIONS 
 

    Radiator Grille   Fits Honda VTX 1800 

    Part No. 55-112  

                Part No. 55-113 

 

 

Revised 4/21/04 

TOOLS NEEDED: 10MM WRENCH 

 5MM ALLEN WRENCH 

 

INSTALLATION: 

 

1. USING 5MM ALLEN WRENCH REMOVE THE SOCKET HEAD BOLTS AROUND THE RADIATOR GRILLE. THERE ARE TWO ON EACH SIDE, 

TWO ON TOP, AND ONE ON THE BOTTOM.  REMOVE THE OEM GRILLE, WHICH IS IN THREE PIECES TOP, BOTTOM, AND FRONT 

GRILLE. 

 

2. USING 10MM WRENCH REMOVE THE BOLT AT THE TOP OF THE RADIATOR AND THE TWO AT THE BOTTOM.  REMOVE THE GRILLE 

FROM THE RADIATOR. 

 

3. INSTALL THE RUBBER BUMPERS PROVIDED ON THE INSIDE OF THE GRILLE, TWO ABOVE THE GRILLE OPENING AND TWO BELOW IT. 

 

4. INSTALL THE NEW RADIATOR GRILLE REUSING THE BOLTS REMOVED ABOVE. IT IS BEST TO INSTALL THE BOTTOM TWO BOLTS 

FIRST BUT DO NOT TIGHTEN THEM. NEXT INSTALL THE TOP BOLT AND THEN TIGHTEN ALL THE BOLTS.  

 

5. THE OEM REFLECTORS CAN BE REMOVED FROM THE OEM GRILLE AND INSTALLED ON THE NEW GRILLE. THE TWO HOLES ON EACH 

SIDE OF THE RADIATOR ARE FOR INSTALLING OUR LED REFLECTOR LIGHTS, IF YOU CHOOSE. 
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