
 INSTALLATION INSTRUCTIONS 
PART NO. 82-216      SWING ARM COVERS                   

               SUZUKI VOLUSIA VL800 ‘01-‘04 

                         BOULEVARD C50 
Revised 5-11-05 

TOOLS NEEDED: 4MM ALLEN WRENCH 

  

 

1. USING BIKE KEY, REMOVE THE LEFT SIDE COVER. 

 

2. REMOVE THE LEFT SIDE SWING ARM COVER FROM BIKE BY PULLING THE COVER OUTWARD. 

 

3. INSTALL THE NEW LEFT SIDE SWING ARM COVER BY PUSHING INTO GROMMETS. 

 

4. USING 4MM ALLEN WRENCH REMOVE THE RIGHT SIDE COVER. 

 

5. USING 4MM ALLEN WRENCH REMOVE THE ALLEN HEAD SCREW AT THE BOTTOM OF THE RIGHT SIDE SWING ARM COVERS. 

 

6. PULL THE TOP OF THE RIGHT SIDE SWING ARM COVER OUTWARD AND REMOVE. 

 

7. REMOVE THE RUBBER GROMMET FROM THE BOTTOM HOLE OF SWING ARM COVER. 

 

8. INSTALL THE RUBBER GROMMET INTO THE NEW RIGHT SIDE SWING ARM COVER. 

 

9.  INSTALL THE NEW RIGHT SIDE SWING ARM COVER BY PUSHING THE TOP INTO GROMMET AND REUSING THE ALLEN HEAD 

SCREW AT THE BOTTOM. 

 

10. REINSTALL THE RIGHT SIDE COVER. 
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