
INSTALLATION INSTRUCTIONS 
    Radiator Grille   Fits Suzuki 

         VL800 Volusia 

    Part No. 82-206A    

                Part No. 82-207A 

      Part No. 82-218 

Revised 12-8-05 

TOOLS NEEDED: 10MM WRENCH 

 4MM ALLEN WRENCH 

 

INSTALLATION: 

 

1. REMOVE THE OLD RADIATOR GRILLE BY PULLING THE BOTTOM OF THE GRILLE OUT OF THE GROMMETS AND PULLING THE TOP 

OF THE GRILLE UP OFF THE TABS. 

 

2. PULL THE BOTTOM OF THE NECK COVERS OUT OF THE GROMMETS TO MAKE IT EASIER TO INSTALL THE NEW GRILLE. 

 

3. REMOVE THE RUBBER GROMMETS FROM THE TOP OF THE OLD GRILLE AND REINSTALL THEM ON THE NEW GRILLE. 

 

4. INSTALL THE NEW GRILLE BY PUSHING THE TOP GROMMETS ONTO THE TABS ON TOP OF THE RADIATOR. THEN USE THE M6 X 

1.00 X 18MM LONG BOLT PROVIDED ON THE BOTTOM OF THE GRILLE THROUGH THE GROMMET HOLE ON THE RADIATOR USING 

THE TWO WASHERS PROVIDED. USE ONE ON THE FRONT AND ONE ON THE BACK OF THE GRILLE AND TIGHTEN USING THE 

LOCK NUT PROVIDED.  

 

5. REINSTALL THE BOTTOM OF THE NECK COVERS. 
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